
 

 

 

Polypropylene Film Power Capacitor for AC lighting 

 
Technical data and specification: 
Standard IEC252/EN60252/UL810 
Rated capacitance 1~80uF 
Tolerance +/-5% 
Rated voltage  250 or 450 VAC 
Rated frequency Vn 50/60Hz 
Life expectancy Fn  3,000~10,000 Hours  
 
Maximum Ratings 
Maximum permissible voltage Umax 1.1 Un (Un: rated voltage) 
Maximum permissible current Imax 1.3 In (In: rated current) 
 
Technical data (cont’d) 
Test data 
AC test voltage terminal to terminal UTT 2 Un 60 S  
Insulation voltage terminals to case 2000 V ac 
Insulation resistance Ris or time constant 

Τat 20 ℃ Rel. Humidity ≤65℃(Min.value) 

3000 s 

Dissipation factor tanδ at 20 ℃ 
≤ 1.0 X 10-3 (50Hz) 

Maximum rate of voltage rises du/dtmax 10 V/µs 
 
Climatic date 
Climatic category 25/085/21 in accordance with IEC60068-1 
Lower category Tmin -25ºC 
Upper category Tmax +85ºC 
Damp heat test ttest 21 days 

Permitted capacitance △C/C 
≤3% 
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1. Plastic Can or Square Box 
2. Fixing (see the How to Order) 
3. Terminals (see the How to Order) 
4. UL approval 
 


